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Hazardous voltage,
Can cause severe injury
or death,

Turn off man powear
be‘orae opening
panel,

Turn off or disconnect the power supplying this
equipment before beginning work.

This may require that you contact your electric utility to
disconnect power to an existing load-center. The line
side of the main breaker is energized unless power is
disconnected upstream. ShorePower Technologies
will not assume responsibility for property damage or
personal injury resulting from misuse of the informa-
tion in this publication

ShorePower Technologies strongly recom-
mends that these products be installed by a
qualified electrical professional

IMPORTANT - INSTALL EQUIPMENT
IN CONFORMANCE WITH CODES

This product must be installed in accordance with
the National Electrical Code (NEC) or the Canadian
Electrical Code (CEC) and any applicable local codes.
Before installing equipment, check with yourlocal
electrical inspector for requirements and information.
If you have questions or need assistance, contacta
qualified electrical contractor.
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Installation & Mounting

1. Prepare Concrete Pad.

If the pad has already been
poured:

a. Drill appropriate sized holes
for concrete anchor Studs

W€ .1

b. Set Anchor studs (See Dia-
gram for Bolt Pattern

If Concrete Pad has not al-
ready been poured:

a. See recommended footer
layout in diagram 2

b. SetJbolts in displayed bolt
pattern.




2. Install Base PlatePlace
the base plate over the
new anchor studs or J bol
studs in the concrete pad.
Fasten the included wash
ers and nuts and torque
to the recommended
torque specification.

3. Mount the Charging Sta-
tion to the Base Plate.
Carefully lower the charg-
ing station over the Base
Plate mounting studs.
From within the station,
fasten the four included
flat washers and nuts to
the Base Plate Studs




4. Attach incoming line power to distribution blocks.
Feed power lines through base Plate into distribution
blocks. Tighten Allen head set screws to recom-
mended torque specifications.

(Use appropriate sized conductors for minimum rating of 50

G2L12N2L2



