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Hazardous voltage,
Can cause severe injury
or death,

Turn off man powear
be‘ocre opening
panel,

Turn off or disconnect the power supplying this
equipment before beginning work.

This may require that you contact your electric utility to
disconnect power to an existing load-center. The line
side of the main breaker is energized unless power is
disconnected upstream. ShorePower Technologies
will not assume responsibility for property damage or
personal injury resulting from misuse of the informa-
tion in this publication

ShorePower Technologies strongly recom-
mends that these products be installed by a
qualified electrical professional

IMPORTANT - INSTALL EQUIPMENT
IN CONFORMANCE WITH CODES

This product must be installed in accordance with
the National Electrical Code (NEC) or the Canadian
Electrical Code (CEC) and any applicable local codes.
Before installing equipment, check with yourlocal
electrical inspector for requirements and information.
If you have questions or need assistance, contacta
qualified electrical contractor.
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Installation & Mounting

14.468

1. Using Diagram 1, mark
the mounting bolt pattern
on your mounting surface

2. Drill Pilot holes into the
mounting surface (Follow
the fastener recommen-
dations as to the depth
and diameter of the pilot
hole. Different materials
will require different fas-
teners and pilot holes. l.e.
Steel, Concrete, Wood.
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3. Install appropriate fasten-
ers through each of the
four corners of the station
from inside the station.
See picture.




4. Locate the wiring conduit
knockout at the base of
the charging station. Se-
lect which knockout to
punch by sizing against
your conduit diameter.

5. Remove the selected
knockout.

6. Insert the conduit pass
through hardware into
the knockout hole




7. Attach the conduit hard-
ware nut to the protrud-
ing conduit.

8. Tighten to the recom-
mended specifications




9. Run the 4 conductor ser-
vice cable through con-
duit into the charging sta-
tion

10.Connect each of the 4
leads to the appropriate
distribution lugs as shown

11.Torque the allen head lug
screws to the recom-
mended specifications




Mounting Bolt Patternisamy ®p ¢ Rectamgied p ¢
as seen Below

Diagram 1




Usage

Shorepower Level 1 Charging Stations
work like any standard 120 volt oulet with
one exception. We recommend that the
circuit breaker for the specific outlet you
intend to use, be shut off prior to plugging
in. Once plugged in, you can then switch
the circuit breaker back on and commence
charging.

1. Switch Circuit
NBEF 1SN 02
Position

2. Plug extension cord
into Charging Station
Outlet

3. Switch Circuit
NBEIF 1SN G2
Position

Reverse the process for
disconnecting from charg-
ing station.




Maintenance & Cleaning

Regular maintenance is not generally required on ShorePower Charging Stations. However you may find the need
to replace the illumination bulb within the Unit. To do so, follow these simple steps:

1. Shut off main power service to Charging Station

2. Open Station Access Panel by inserting the latch key supplied with station and turning counter clockwise
3. Grasp Bulb with soft cloth and turning counter clockwise until the bulb becomes free

4. Replace bulb with same compact fluorescent or equivalent incandescent

Cleaning:
X Use a soft damp cloth with a mild detergent to wipe exterior of unit with main power service off
X Standard Stainless Steel polish can be used on the exterior as needed

Serviceable
Light Bulb
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